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One possible origin of prebiotic organic material is that these
compounds were formed via Fischer–Tropsch-type (FTT) reactions
of carbon monoxide and hydrogen on silicate and oxide grains in
the warm, inner-solar nebula. To investigate this possibility, an
experimental system has been built in which the catalytic efﬁciency
of different grain-analog materials can be tested. During such runs,
the gas phase above these grain analogs is sampled using Fourier
transform infrared (FT-IR) spectroscopy. To provide quantitative
estimates of the concentration of these gases, a technique in which
high-resolution spectra of the gases are calculated using the high-
resolution transmission molecular absorption (HITRAN) database
is used. Next, these spectra are processed via a method that
mimics the processes giving rise to the instrumental line shape of
the FT-IR spectrometer, including apodization, self-apodization,
and broadening due to the ﬁnite resolution. The result is a very
close match between the measured and computed spectra. This
technique was tested using four major gases found in the FTT
reactions: carbon monoxide, methane, carbon dioxide, and water.
For the ranges typical of the FTT reactions, the carbon monoxide
results were found to be accurate to within 5% and the remaining
gases accurate to within 10%. These spectra can then be used to
generate synthetic calibration data, allowing the rapid computation
of the gas concentrations in the FTT experiments.
Index Headings: Fourier transform infrared spectroscopy; FT-IR
spectroscopy; Apodization; HITRAN database; Fischer–Tropsch
reaction; FTT; Calibration; Quantitative analysis.
INTRODUCTION
An important question in the origin of life is, what is
the source of the necessary prebiotic molecules? In their
classic experiment, Miller and Urey1 were able to
synthesize amino acids under an atmosphere of meth-
ane, ammonia, and water with an arc discharge.
Unfortunately, the Miller–Urey experiment requires this
type of reducing atmosphere and later research seems
to suggest that the Earth’s primordial atmosphere was
only slightly reducing, consisting mostly of nitrogen and
carbon monoxide. Other possibilities for the origin of
such prebiotic material include submarine vents, but a
problem with these vents is that the production rate of
organic material is predicted to be too low. Comets have
long been proposed as a delivery mechanism of
prebiotic material to the Earth. Many volatile organic
species have been detected in comets, and the ﬁrst
detection of an amino acid in a comet was reported in
samples taken from comet 81P/Wild 2 during the
Stardust mission.2
Another possible origin for signiﬁcant quantities of
organic molecules is that they were produced in the
warm, inner-solar nebula via a Fischer–Tropsch-type
(FTT) catalytic reaction of carbon monoxide and hydro-
gen on silicate and oxide dust grains.3 To investigate this
possibility, ﬁne-grained dust analogs of iron or magne-
sium silicates are produced in an experimental system.
In the case of iron silicate grains, the volatile precursor
iron pentacarbonyl is reacted at elevated temperatures
along with ﬂowing oxygen, hydrogen, and silane
mixtures. The grains nucleate and grow in the ﬂowing
stream and deposit in a thin layer on a collection plate
downstream from the reaction zone. Magnesium silicate
grains are produced in a similar manner by vaporizing
pure magnesium metal under similar gas streams.
These grain analogs are later placed in a catalyst
experimental system and heated under various initial
atmospheres of carbon monoxide (CO) and hydrogen
(H2). Organic compounds (CnH(2nþ2)) and water (H2O) are
formed via the Fisher–Tropsch reaction:
nCOþ ð2n þ 1ÞH2! CnHð2nþ2Þ þ nH2O ð1Þ
In industrial applications, the goal is to maximize the
formation of higher-order organics (large n in CnH(2nþ2))
and minimize the production of methane (n = 1).
The reaction progress is monitored using Fourier
transform infrared (FT-IR) spectroscopy of samples of
the gas mixture over time. Once the initial charge of
carbon monoxide is depleted (determined using the FT-
IR spectrometer measurements), these experiments are
stopped, the system is reﬁlled with another charge of
gas, and the experiments are started again. One
interesting observation about these FTT experiments is
that the rate of reaction tends to increase as more
batches are run; that is, the production of methane
occurred faster for later batches than for the ﬁrst run.4
This differs from results using a traditional industrial
catalyst, in which the catalyst material becomes poi-
soned with continued use and eventually loses its
effectiveness.
To quantify the reaction rates between dust substrate
materials, a method to make rapid quantitative calcula-
tions of the gas-phase concentration was developed. In
this method, high-resolution transmission spectra of the
molecules observed in these FTT reactions are calcu-
lated using data from the High-Resolution Transmission
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Molecular Absorption (HITRAN) database.5,6 These FTT
reactions are well suited for this approach because
many of the molecules expected in the FTT reactions are
included in this database. The effect of instrumental
broadening is applied to these high-resolution calculated
spectra and used it to produce synthetic calibration data,
enabling the rapid determination of gas concentrations.
CATALYST SYSTEM DESCRIPTION
As noted in the Introduction, dust grain analog
samples were produced in a condensation ﬂow appara-
tus. After collecting the samples, they were placed in a
quartz ﬁnger section of a Pyrex reaction vessel, as
shown in Fig. 1.?3 During an experimental run, the system
was evacuated and ﬁlled with a mixture of gases just
below atmospheric pressure (typically 700 Torr). Al-
though the actual gas concentrations varied, a typical
run consisted of 75 Torr carbon monoxide, 75 Torr
nitrogen, and 550 Torr hydrogen. Filling was done using
a manifold connected to the various gases, and the gas
pressures were measured using a 390HA-01000 pres-
sure gauge (MKS). Once ﬁlled with gases, the system
was isolated from the vacuum pump–gas manifold and
heat was applied to the sample using a heating mantle.
The temperature of the mantle was monitored using a
type K thermocouple and was controlled using a digital
temperature controller.?4 The reactant gases were circu-
lated using a metal bellows pump.?5 This pump was
chosen to minimize exposure to possible hydrocarbon
contaminants and served two purposes. First, the ﬂow
ﬂuidized the ﬁne dust grains in the heated quartz ﬁnger,
promoting the catalytic reaction. Second, it transported
the gases through a length of tubing to an FT-IR
spectrometer absorption cell.?6 During the experiments,
the spectra were taken at timed intervals to monitor the
gas concentrations.
A variety of complex organics may be produced on the
catalysts; fortunately, the major, infrared-absorbing
gaseous species involved in the FTT reaction (carbon
monoxide, carbon dioxide, methane, and water) are
included in the HITRAN database. Also, while the
catalysts were heated to temperatures ranging from
200 to 600 8C, the gases were being recirculated through
long tubes to the FT-IR spectrometer cell. Therefore, the
absorption measurements were made at room temper-
ature, also simplifying the analysis of the measured
spectra.
QUANTITATIVE FOURIER TRANSFORM
INFRARED SPECTROSCOPY MEASUREMENTS
Although FT-IR spectrometry is a common laboratory
diagnostic tool, quantitative measurements using it are
difﬁcult because the absorption coefﬁcients depend
nonlinearly on temperature, pressure, and concentra-
tion. To circumvent this difﬁculty, calibrations between
known amounts of a species and the FT-IR spectrometer
measurements can be performed. One drawback of this
approach is that, if new experimental ranges are
needed, additional calibrations must be made. In some
cases, the species may not be stable under the
calibration conditions or the calibrations simply may
not be feasible.
An absorption line is typically broadened by both
Doppler and pressure broadening. In addition, there is
an instrument line shape (ILS) of the spectrometer, a
broadening that occurs due to the apodization and ﬁnite
resolution of the instrument. In an FT-IR spectrometer,
the effect of ﬁnite resolution is mathematically equivalent
to multiplying a high-resolution interferogram by a
rectangular function that is one over the resolution
range and zero at all higher resolutions. Such a
truncation of the interferogram can produce unwanted
oscillations in the spectra when it is transformed back to
the frequency domain, and these oscillations may be
mistaken for actual absorption features. As a result, the
interferogram is often multiplied by an apodization
function that reduces these oscillations. In addition to
the applied apodization function, there is further broad-
ening of the spectrum due to the ﬁeld of view of the
spectrometer. Because the infrared source is not a point
source and has a ﬁnite size, light rays emanate from the
source at different angles and travel through the beam-
splitter and mirrors with different optical path lengths.
The result is an additional instrumental broadening,
termed self-apodization.
The effect of this ILS can be simulated by convolving a
computed spectrum with the Fourier transform of the
instrument apodization function and the self-apodization
term. The ILS for an FT-IR spectrometer is typically
inﬁnite in extent, making the technique computationally
expensive. Further, the technique is usually reserved for
isolated lines because neighboring peaks would be
subject to the same ILS calculations, adding to the
complexity of the computation.
Another technique, ﬁrst demonstrated by Grifﬁth7 and
Morrison and Taweechokesupsin,8 simulates the math-
ematical processes occurring in a FT-IR spectrometer.
First, a high-resolution spectrum over the desired range
FIG. 1. Diagram of FTT catalyst system.
Volume 69, Number 11, 2015
//titan/production/a/apls/live_jobs/apls-69/apls-69-11/apls-69-11-03/layouts/apls-69-11-03.3d  Wednesday, 19 August 2015  3:01 pm  Allen Press, Inc.  Page 2
is calculated. This high-resolution spectrum in the
wavenumber domain is then inverse Fourier trans-
formed to the retardation domain to give a high-
resolution interferogram. Apodization is applied to this
interferogram, and the interferogram is truncated to
match the resolution of the FT-IR spectrometer. The
interferogram is then Fourier transformed back to the
frequency domain to produce the ﬁnal processed
spectrum.
Grifﬁth7 outlined this technique and demonstrated its
use using three different cases and instrument resolu-
tions: (1) a closed absorption cell; (2) a long-path, open
FT-IR spectrometry; and (3) solar FT-IR spectroscopy.
Agreement between the measured and calculated
spectra was excellent. Grifﬁth noted that this technique
offers several nice advantages, including speed and
convenience, handling situations in which calibrations
may not be possible, and handling Beer–Lambert non-
linearities.
Morrison and Taweechokesupsin8 demonstrated this
technique using a detailed example of a single, isolated
methane line with the goal of using the technique to
analyze FT-IR spectrometer measurements in a vapor-
deposition reactor. Morrison and Taweechokesupsin
again noted that this technique is useful in situations in
which species are not suitable for calibrations or wide
ranges in temperature or pressure are encountered.
They also noted the technique is particularly suitable for
non-isolated lines and easily handles bands of overlap-
ping features. Similar to Grifﬁth, Morrison and Tawee-
chokesupsin found excellent agreement between the
measured and calculated spectra for methane with
background gases of air and hydrogen.
Once synthetic spectra are available, the next step is
to use these data to predict concentrations. One of the
most commonly used techniques is the classical least
squares (CLS) method.9 The CLS method is a multivar-
iate technique in which a set of calibrations is made,
using either experiments or synthetic spectra, bracketing
the expected experimental range. Predictions are made
based on the Beer–Lambert law and these calibration
data by minimizing the error between the measured and
predicted spectra. An advantage of this technique is that
it does not require spectrally isolated components,
although it does require calibration data for every
component in the mixture. Having unknown components
in the mixture spectra will result in prediction errors.
There are several examples of the use of synthetic
spectra and the CLS method in the literature. Cant et al.10
used an FT-IR spectrometer to sample gas ﬂow through
a catalytic reactor, studying nitrous oxide formation in
exhaust streams over rhodium, platinum, and palladium
catalysts. Synthetic spectra have been generated from
the HITRAN database for several reactant species and
the concentrations determined via least squares. Flores
et al.11 similarly used synthetic spectra and CLS to
determine nitrous oxide and nitric acid concentrations.
Flores et al. also noted that using synthetic spectra was
particularly advantageous in this case because no
reference standards of nitric acid were available.
Yokelson et al.12 were able to retrieve concentrations
for the smoldering combustion of a biomass using an
open-path Fourier transform infrared (OP-FT-IR) spec-
trometer system and synthetic spectra, combined with
CLS. Cowan et al.13 studied the catalytic reduction of
nitromethane in a ﬂow system. The progress of the
reaction was monitored using a FT-IR spectrometer and
concentrations were determined using CLS and a
combination of experimental calibrations and spectra
generated from the HITRAN database.
Smith et al.14 noted that at high concentrations there
can be differences between the CLS predictions and
actual concentrations due to Beer–Lambert nonlinear-
ities. Using a nonlinear least squares (NLLS) ﬁtting
procedure, they were able to demonstrate a better than
5% agreement for measurements using an OP-FT-IR
spectrometer for the three most abundant greenhouse
gases in the atmosphere—carbon monoxide, carbon
dioxide, and methane—for a wide range of path lengths.
This NLLS technique combined with synthetic spectra
was also used by Burling et al.15 to study the trace gas
emissions from a biomass burning using an OP-FT-IR
spectrometer and by Cant et al.16, in a study of the
catalytic reduction of nitrous oxide by carbon monoxide
over supported platinum catalysts.
Fleckl et al.17 focused on in situ measurements in a
combustion chamber at elevated temperature. They
calculated synthetic spectra using the technique devel-
oped by Grifﬁth7 and by Morrison and Taweechokesu-
psin8 to account for the FT-IR spectrometer ILS, including
self-apodization. In general, they found extremely good
agreement for carbon monoxide, carbon dioxide, and
water with temperatures up to 1100 8C, but they did note
some deviations for carbon dioxide at these elevated
temperatures.
Sepman et al.18 also made quantitative measure-
ments, using a FT-IR spectrometer to study the pyrolysis
process of a biomass. In contrast, they did not employ
the technique used by Grifﬁth7 and by Morrison and
Taweechokesupsin8 but, rather, looked at the integral
absorptivity (equivalent width) over features. Over
proper integration boundaries, the equivalent width is
independent of the apparatus function of the FT-IR
spectrometer. Choosing the integration limits requires
some careful considerations; this choice is a balance
between increasing the range to include the instrument
function and absorption, on the one hand, and the desire
to avoid possible neighboring features, on the other. To
explore this, Sepman et al. calculated spectra and
simulated the effect of different ILSs via convolution with
the calculated spectra. These authors obtained very
good results for ammonia, carbon monoxide, ethylene,
ethane, methane, and nitric oxide.
In this study, synthetic spectra were generated using
the HITRAN database, and the ILS of the FT-IR
spectrometer was simulated using the technique of
Grifﬁth7 and of Morrison and Taweechokesupsin.8
Concentrations were found by comparing the integrated
absorptivity of spectra over a particular wavelength
range to those taken from synthetic calibration spectra.
Although spectrum-ﬁtting methods such as CLS could
offer more accurate measurements, the simpler tech-
nique of using the integrated absorptivity resulted in
sufﬁcient accuracy over a wide range of experimental
concentrations. In addition, because the total system
pressure changes in the FTT system as the reaction
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proceeds, spectrum-ﬁtting techniques would require a
large number of calibration spectra. This technique is
well suited for the gas concentrations expected in this
study because, at the concentrations of a typical FTT run,
many overlapping lines and integrations over these
bands would be more useful.?7 Because the measured and
calculated spectra are a close match, this softens some
of the restrictions on choosing appropriate integration
ranges. Finally, computing the concentrations from
integrated absorptivity measurements can be done very
rapidly, and the technique can be used to monitor the
experiments in real time.
HIGH-RESOLUTION SPECTRA BASED ON THE
HIGH-RESOLUTION TRANSMISSION
MOLECULAR ABSORPTION DATABASE
The HITRAN database5 is a spectroscopic parameter
compilation that can be used to calculate high-resolu-
tion, line-by-line transmission spectra.6 The most recent
version was just recently released and includes data for
47 molecules. In this section, a brief description of how
high-resolution spectra are calculated from this data-
base is given.
The transmission si(v), at a particular spectral fre-
quency v for a single absorption line i, is given by
si ðmÞ ¼ I
I0
¼ eðki ðmÞnLÞ ð2Þ
where I is intensity of the light after absorption, I0 is the
intensity of the original source, ki(v) is the absorption
coefficient of the line, n is the molar concentration of the
absorbers, and L is the path length of the sample. The
transmission is measured by recording the ratio of the
intensity of the light after absorption, I, to the intensity of
the original source, I0. The absorption coefficient for a
line is the product of the spectrally independent line
strength, Si(T), and the line-shape function, f(v  vc,i):
kiðmÞ ¼ SiðT Þf ðm mc;iÞ ð3Þ
where mc,i is the frequency of the line center.?8 The line
strength Si(T) is a function of the temperature, T, and the
values for the line strengths at 296 K are given in the
HITRAN database. For other temperatures, the line
strengths are calculated using:
SiðT Þ ¼ SiðT0Þ
exp
hcEL;i
kBT
 
QTðT0Þ 1 exp hcmc;ikBT
 h i
exp
hcEL;i
kBT0
 
QTðT Þ 1 exp hcmc;ikBT0
 h i ð4Þ
where Si(T0), is the line strength at a reference
temperature, T0 (296 K for the HITRAN database), h is
Planck’s constant, c is the speed of light, kB is
Boltzmann’s constant, and mc,i is the transition frequency
for the particular line, i.?9 The term EL,i, is the lower-state
energy of the transition, and QT is the total internal
partition function. The value of the lower-state energy is
available in the HITRAN database, and tabulated values
for the total internal partition function are also available
in HITRAN from 70 to 3000 K.
The line-shape function gives the spectral distribution
of the absorbed intensity relative to the line center. The
frequency of this line center, m0c;i , at a reference
pressure, P0, of 1 atm is given in the HITRAN database.
For other pressures, this line center, mc,i, is given by:
mc;i ¼ m0c;i þ @
P
P0
 
ð5Þ
where d is the air-broadened pressure shift of the line
transition, which is also given in the HITRAN database.
The two predominant line-broadening mechanisms
are pressure and Doppler broadening. As the absorbing
gas undergoes thermal motion, the distribution of
velocities broadens the line shape. This broadening is
quantiﬁed by the Doppler half-width, aD,i, given by
aD;i ¼ mc;i
c
ﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃ
2kBT
m
r
ð6Þ
wherem is the molecular mass of the absorbing species.
Doppler broadening is typically predominant at low
pressures and results in a Gaussian line shape.
At higher pressures, the line is broadened by
collisions, resulting in a Lorentzian line shape. These
collisions may be between like molecules or foreign
species, depending on the relative amounts of each
species. The HITRAN database contains information on
the self-broadening half-width, a0Ls;i , and the air-broad-
ened half-width, a0La;i . For a mixture, these values are
weighted by the mole fraction of the absorbing species,
xa, to give the Lorentzian half-width at the HITRAN
reference temperature and pressure:
a0L;i ¼ ð1 xaÞa0La;i þ xaa0Ls;i ð7Þ
The Lorentzian half-width is adjusted to different
temperatures and pressures using:
aL;i ¼ a0L;i
P
P0
 
T0
T
 c
ð8Þ
where c is the temperature-dependence exponent, also
given in the database.
For conditions in which both Doppler and collisional
broadening are signiﬁcant, the Gaussian and Lorentzian
line shapes are combined using the Voigt line shape:
f ðm mc;iÞ ¼ yi
aD;ip3=2
Z þ‘
‘
expðt2Þ
y2i þ ðxi  tÞ2
dt ð9Þ
where
yi ¼ aL;iaD;i ð10Þ
xi ¼ m mc;iaD;i ð11Þ
and t is an integration variable.
For a band of lines, the total transmission, s(v), is
given by
sðmÞ ¼ exp


Xnl
i¼1
ðkiðmÞnLÞ

ð12Þ
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where Eq. 12 is a sum over nl multiple lines that can
overlap and contribute to absorption at a particular
frequency. In a calculation of a band of lines, the
neighboring lines outside the limits of the band must
also, of course, be included in the calculation. The
resulting profile is the resulting transmission profile if it
were measured using an instrument of very high
resolution.
CALCULATION OF INSTRUMENTAL
BROADENING
As noted earlier in this work, the measured transmis-
sion, sm, is the convolution of the true transmission
spectrum, sv, with the ILS function,?10
smðmÞ ¼
Z ‘
0
sðmÞILSðm m0Þdm ð13Þ
If the ILS function is known, the measured transmission
spectrum can be calculated from Eq. 13, but it is
computationally expensive because the ILS function
extends quite far.
A second approach is to perform mathematical
operations analogous to those that occur in the FT-IR
spectrometer. Morrison and Taweechokesupsin8 gave a
detailed example of this process for a single methane
absorption line. In this article, a detailed example with a
band of carbon monoxide absorption lines over a ﬁnite
range is provided.
The resolution of the FT-IR spectrometer is dependent
on the mirror retardation, and to achieve inﬁnite
resolution, the mirror would have to be moved from
zero to inﬁnity. In actuality, the mirror is moved a ﬁnite
distance, which sets the resolution. This is mathemati-
cally equivalent to truncating a very-high-resolution
spectrum at all points except for the ﬁnite distance that
the mirror actually moves. To simulate the instrumental
effects on the measured spectra, this process is
mimicked. A high-resolution spectrum is initially calcu-
lated, and the spectrum is truncated and apodized, just
as in a real FT-IR spectrometer.
As noted by Morrison and Taweechokesupsin,8 there
are two restrictions on the calculation of the initial high-
resolution transmission spectrum. First, the resolution
must be high enough to fully resolve the lines in the
spectrum (i.e., four to ﬁve points per line). Second, the
number of points must be a power of two so the fast
Fourier transform (FFT) algorithm can be applied. The
data can, of course, be zero-padded up to the next power
of two to allow work with smaller calculated ranges. In
this study, the high-resolution spectra were calculated at
(1/256) cm1 intervals.
An overview of this technique is given in Fig. 2. In this
example, the transmission spectrum for 100 Torr carbon
monoxide at 296 K over a path length of 10.5 cm was
calculated from the HITRAN database using the method
outlined earlier. Data were calculated from 2145 to
2161 cm1 with a point-to-point spacing of (1/256) cm1;
this spectrum is shown as the unshaded section of Fig.
2a. To produce the high-resolution interferogram, these
data must be inverse Fourier transformed. Also, to keep
the interferogram purely real with no imaginary compo-
nents, the original data must be even. Therefore, the
calculated spectrum is mirrored, as shown by the
shaded section of Fig. 2a. The inverse Fourier transform
of the spectrum shown in Fig. 2a is shown in Fig. 2b.
FIG. 2. Overview of steps to account for instrumental broadening. (a)
The original, high-resolution spectrum is mirrored. (b) The mirrored
high-resolution spectrum is then inverse-Fourier-transformed to give a
high-resolution interferogram. Inset: The apodizing function. (c) The
high-resolution interferogram is then truncated, and apodization is
applied. (d) The high-resolution, truncated, and apodized interferogram
is then Fourier-transformed to yield the ﬁnal spectrum; for comparison,
the original high-resolution spectrum is also shown (thin black line).
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We highlight a couple of computational notes regard-
ing this calculation. Data passed to an FFT algorithm run
from 0 to N 1 (where N is a power of two). To keep the
function even for the FFT algorithm, X(n) = X(N  n). In
this particular example, values from 0 to 8191 were
passed to the FFT routine. Therefore, 4097 values were
needed for the original computed spectrum. Next, the
interferograms shown in Fig. 2 have been reordered to
place the zero-frequency, or centerburst, value at the
center. This is different from the way the data are
returned from a typical FFT algorithm. Typically, when
data are returned from a FFT routine, the zero-frequency
component is the ﬁrst value in the array, followed by the
positive frequency values and, then, the negative
frequency values. For clarity in viewing the operations
to the interferogram, the interferogram is reordered so
that the centerburst is given by index 0 and placed in the
center of the ﬁgure.
Figure 2b is similar to an interferogram taken at a high
resolution. In this study, the weak Norton–Beer (WNB)
apodization function19 was used for all scans; the form of
this apodizing function is shown in the inset of Fig. 2b.
The resolution of all the experimental scans taken in this
study was 0.5 cm1. Therefore, by the Nyquist criteria,
the sampling of the data must be at 0.25 cm1 intervals.
Using these values, the high-resolution spectrum at
sample intervals of (1/256) cm1 must be truncated by a
factor of 256/4 = 64 to give the same effective resolution
as the FT-IR spectrometer. Therefore, the original
interferogram, shown ranging from an index of 4095
to 4096, must be multiplied by the apodizing function,
which has values ranging from63 to 64, as shown in the
inset to Fig. 2b. When a spectrum is collected, values are
actually given at data intervals of 0.125 cm1. To allow a
direct comparison between these values and the
computed spectrum, the interferogram is zero-padded
up to a range of127 to 128, giving interpolated values,
just as is done in the FT-IR instrument. Figure 2c is the
resulting interferogram after truncation and zero pad-
ding have been applied to the original high-resolution
interferogram.
As noted earlier, in addition to the selected apodiza-
tion function there is a self-apodization term related to
the ﬁnite ﬁeld of view of the instrument. If the light
originated from a point source, then there would only be
a single optical path difference. With an extended
source, there is, instead, a range of optical path
differences that is dependent on the beam divergence.
With this extended source, the spectrum is convolved
using a boxcar function of width ma2/2 for each
wavenumber, where a is the beam divergence half-
angle. This effect can be simulated by multiplying the
interferogram by sinc(pma2x/2), the Fourier transform of
this boxcar function, where x is the optical path
difference. The beam divergence is related to measur-
able quantities, a = d/(2F), where d is the collimator
aperture and F is the focal length of the instrument.
Grifﬁth7 was able to account for this self-apodization
directly based on these known quantities. Another
method to account for this self-apodization in an
approximate way, used by Morrison and Taweechokesu-
psin8 and Fleckl et al.,17 is to adjust the applied
apodizing function slightly and match the results to
spectra measured using the FT-IR spectrometer. In this
study, the self-apodization was calculated directly from
the focal length and aperture of the spectrometer.
After the truncation, apodization, and zero-padding
operations are applied to the high-resolution interfero-
gram, the ﬁnal computed spectrum is found by Fourier-
transforming the data to the frequency domain, as shown
in Fig. 2d. Also shown in Fig. 2d is the spectrum for
carbon monoxide collected under the same conditions as
the calculation. As shown in the ﬁgure, the match
between the two is very good.
OVERVIEW OF EXPERIMENTAL VALIDATION
In this section, a comparison between the FT-IR
spectra from deﬁned gas mixtures is quantitatively
compared to the results from the technique outlined in
the earlier sections. These comparisons are made to
validate the approach and assess the possible uncer-
tainties in the method. A brief overview of some of the
information for these validation experiments is provided
in this section.
The predominant infrared-absorbing gases in the FTT
reactions are carbon monoxide, methane, carbon diox-
ide, and water. With the exception of water (discussed
later in this work), all gas mixtures were prepared using
manometric mixing as measured using a 390HA-01000
pressure gauge and the vacuum–gas manifold system
(MKS). This gauge measures pressures in the 0–
1000 Torr range with a stated accuracy of 0.005% of the
reading. The gases used as the initial feedstock in the
FTT reactions (namely carbon monoxide and hydrogen;
Air Products) were of ultra-high purity grade, and these
same gases were also used for these comparison
experiments. As for the FTT products, a bottle of
scientiﬁc-grade methane (MG Industries) and a standard
bottle of carbon dioxide (99.5% purity; Air Products) were
used for these validation experiments. All the gas
mixtures were introduced into the same full experimen-
tal system as used for the FTT experiments, and after an
initial ﬁll, the gases were recirculated throughout the
system using the bellows pump to ensure even mixing.
Spectra of the gas mixtures were taken using a dry-
nitrogen-purged Spectrum 100 FT-IR spectrometer (Per-
kin Elmer), in which the cell (with the exception of the
water measurements) was held at room temperature.
Each spectrum, including the background scans, was
taken from 16 co-added scans. This number of scans is
the same as that used during the FTT experiments and is
a compromise between noise reduction and sample
time. The resolution of all the scans was 0.5 cm1, and
WNB apodization was used. The choice of WNB
apodization was made based on the work of den
Blanken,20 which noted that WNB apodization is a good
choice if either high resolution or good quantitative
accuracy is required.
There is one additional note regarding the focus of this
study. Our quantitative results are from comparing the
integral absorptivity over a range of an experimentally
measured spectrum to a simulated spectrum calculated
using the HITRAN database. Although a large range of
concentrations may be calculated using multiple ranges
(strong lines for low concentration and weak lines for
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higher concentrations), the goal of this study was to ﬁnd
a simple and rapid method of quantifying gas concen-
trations relevant to comparing reaction rates or moni-
toring the progress of the FTT reaction (0.5 Torr to tens
of Torr). Therefore, only a single integration range was
used at that time, which appropriately encompasses the
expected partial-pressure ranges of the FTT experi-
ments.
Carbon Monoxide Results. Monitoring the amount of
carbon monoxide is most important in these FTT catalytic
studies. It is the primary feedstock to the reaction, and it
is used to determine when the run will be terminated.
Typically, FTT runs are made in batches, and the run is
considered complete when the amount of carbon
monoxide drops to approximately 10% of its initial level.
In this study, the integrated absorptivity over a speciﬁed
range of the carbon monoxide band is used to determine
the concentration. Note regarding the choice of this
range that, ﬁrst, the range of lines should be chosen so
that the lines are isolated from the lines of other possible
species. Second, the focus of this work was in the
prediction of the partial pressures of the reaction gases
in the range of a fraction of a torr to tens of torr rather
than the detection of small amounts of these species.
The spectra calculated using the HITRAN database can
be useful in determining appropriate ranges based on
the expected amounts of these species. Finally, unlike
the equivalent width method, in this method there is
some freedom in choosing the integration range. For the
equivalent width method, an entire line or group of lines
must be chosen and the integration limits must be
chosen to entirely bracket the feature but not include
neighboring lines. Because the ILS is also included in
the calculation, the resulting calculated line shape
should be a very close match to the experimentally
measured spectrum.
All information needed to calculate the spectrum for
carbon monoxide is available except for the foreign-gas
broadening information. The predominant background
gas in the FTT reactions is hydrogen, and the total
pressure typically runs from 700 to 750 Torr. The HITRAN
database has only self-broadening and air-broadening
coefﬁcient data. In many cases, if a calculation for a gas
other than air is needed, it is simply assumed that the
air-broadened coefﬁcient is adequate. For example,
Morrison and Taweechokesupsin8 noted that there was
negligible difference between the measured and calcu-
lated data for 0.37% methane in hydrogen at 100 Torr.
Comparisons between the experimentally measured
spectra of carbon monoxide in air and the calculations
were made, and the agreement between the two was
extremely good. Similar runs were later made with
hydrogen as the background gas. Again, there was a
very good visual match between the computed and
measured spectra. A problem arose when the calcula-
tions were used to match the measured spectra and
determine the gas partial pressure. At the highest
concentration of carbon monoxide, approximately
75 Torr, in an atmosphere of hydrogen at approximately
750 Torr total pressure, the calculations predicted
concentrations of carbon monoxide approximately 10%
higher than the true values. In contrast, there were
excellent matches between the measured and calculated
values for pure carbon monoxide and for carbon
monoxide in hydrogen at low pressures. It was deter-
mined that this over-prediction came from using the air-
broadening coefﬁcient.
Fortunately, data on the broadening of this band in
hydrogen were available. Re´galia-Jarlot et al.21 ?11provided
data for this band for carbon monoxide (12C16O), and the
HITRAN air-broadened values were replaced with these
data. The values were for only the main isotope, 12C16O,
but because this isotope represents .98% of the total
carbon monoxide concentration, replacing these data
was a very effective substitution.
Figure 3 is a comparison between the measured and
computed spectra for carbon monoxide over the range
2080–2205 cm1. Figure 3a is a plot of 75.2 Torr carbon
monoxide at 749.9 Torr total pressure, Fig. 3b is a plot
7.65 Torr carbon monoxide at 747.6 Torr total pressure,
and Fig. 3c is a plot of 0.775 Torr carbon monoxide at
750.1 Torr total pressure. As shown in the ﬁgures, there
is a very close match between the calculated and
measured spectra. Because of this close agreement, a
plot of the residuals, the measured values minus the
calculated values, is shown below each pair of spectra in
Figs. 3a–3c.
The match between the calculated and measured
spectra is very good; however, the goal of this study was
to ﬁnd a method of computing the gas partial pressure
given an experimentally measured spectrum. The cell
path length, cell temperature, total pressure, and other
necessary parameters were all known. The integrated
absorptivity of the spectrum over the given window is
computed and the partial pressure of the carbon
monoxide matching this area is found by bisection. To
test the accuracy of this method, a number of runs were
made to compare the measured and computed values
(see Table I). Listed in the table are (1) the scan number,
the total pressure, cell temperature, partial pressure,
and mole fraction of carbon monoxide as determined
from mixing and pressure-gauge measurements, (2) the
same values computed from the FT-IR spectrometer
scans and the HITRAN database, and ﬁnally (3) the
percentage difference between these two sets of values.
These mixtures were made by adding an initial
amount of carbon monoxide and reducing the total
pressure using the vacuum system or adding additional
background hydrogen gas. The stated accuracy of the
pressure gauge is 0.005% of the reading, and the noted
uncertainty in the manometric values is based on this
uncertainty carried through the reductions in pressure or
additions of hydrogen gas.
To estimate the uncertainty in the spectral measure-
ments, several sources were considered: the uncertainty
in the HITRAN line strengths, the uncertainty in the
hydrogen gas broadening, and the noise level in the
measured spectra. The typical stated uncertainty for the
carbon monoxide lines in the range used here is 2–5%.
To estimate the effect of such an uncertainty on the
results, the results were recalculated using line
strengths that were 3.5% higher. Re´galia-Jarlot et al.21
estimated the uncertainty on the hydrogen broadening
coefﬁcients as better than 5%. Therefore, similar to the
line strength calculation, the results were recomputed
using the foreign gas broadening coefﬁcients that were
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5% higher. Finally, at low signal levels, the noise level in
the measured spectra can have a strong inﬂuence on the
accuracy of the results. To quantify this, several
experimental spectra with no absorption were measured
and the root mean square (RMS) area of this spectral
window was computed. It is common to estimate the
detection limits to the concentration as three times this
value. In this case, three times the RMS value was
subtracted from the experimentally measured area for
the scan and again recomputed the results.
The fractional uncertainties from each of these were
combined using the root sum of squares to assign a total
uncertainty to the spectral results. These values are
given as the uncertainty levels of the computed carbon
monoxide partial pressures and mole fractions given in
the spectral columns (columns 6 and 7) of Table I. At the
highest partial pressures of carbon monoxide, the
largest uncertainty is due to the uncertainty in the
foreign gas broadening. As the pressure is reduced and
the spectral signal diminishes, the uncertainty due to the
noise in the measured spectra becomes dominant. All
the spectral results appear to match the manometric
results within the stated uncertainties. In general, the
agreement between the manometric and spectrally
computed values are very good. In fact, for values down
to 0.1 Torr carbon monoxide, the two agree to
approximately 2%, on average.
Methane Results. During the FTT reaction, a signiﬁ-
cant amount of methane gas is produced; after carbon
monoxide, it is the second most abundant, infrared-
absorbing species in a catalytic run. At much smaller
concentrations, higher-order alkanes are also produced
during this FTT reaction. One difﬁculty in quantifying the
amount of methane is that the main band at 3014 cm1 is
the location of the C–H stretching vibration, so there is a
strong potential for interfering absorption features from
these higher-order alkanes.22 This required looking at
the absorption features of such species, as well as
interfering lines from water, and choosing a region of
lines isolated from such inﬂuence. In the end, a region of
weak lines in the range 3100–3152 cm1 was chosen.
A comparison of the measured and calculated spectra
for methane, similar to the procedure used for carbon
monoxide, is shown in Fig. 4. Shown are the spectra for
50.1 Torr methane at 749.5 Torr total pressure (Fig. 4a),
4.99 Torr methane at 749.8 Torr total pressure (Fig. 4b),
and 0.50 Torr methane at 750.8 Torr total pressure (Fig.
4c). Similar to carbon monoxide, a plot of the residuals
for each case is given below each plot of the spectra. In
contrast to the carbon monoxide comparison, no attempt
was made to correct for the foreign gas broadening and
the air-broadened coefﬁcients from the HITRAN data-
base were used. In spite of this, the agreement between
the measured and calculated spectra is very good.
The same type of uncertainty estimate was made with
methane as that performed for carbon monoxide. The
uncertainty in the line strengths was kept at 3.5% and the
RMS noise level was based on the window size;
however, the uncertainty in the broadening coefﬁcient
was increased to 20% because the air-broadened values
were used. Concentrations from 0.5 to 50 Torr were
compared to the computed values. The computed results
are provided in Table I, and they agree with the
manometric mixtures within the estimated uncertainty
levels. In general, the agreement between the two is
very good—on average 6%—but not as close as for the
carbon monoxide results.
Carbon Dioxide Results. Although carbon dioxide is
not produced directly from the Fischer–Tropsch reaction
(Eq. 1), a small amount of carbon dioxide is produced via
the Boudouard reaction:
2COCO2 þ C ð14Þ
In the reaction in Eq. 14, carbon monoxide dispropor-
tionates, producing carbon dioxide and deposited car-
bon. Carbon dioxide has a set of very strong lines
centered at 2350 cm1. Similar to carbon monoxide,
mixtures of carbon dioxide and air were made and the
FIG. 3. Comparison between the measured and calculated spectra for
carbon monoxide (CO) in hydrogen at 296 K and plots of the residuals
between the measured and calculated spectra. (a) For 75.2 Torr CO at
749.9 Torr total pressure. (b) For 7.65 Torr CO at 747.6 Torr total
pressure. (c) For 0.775 Torr CO at 750.1 Torr total pressure.
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resulting spectra were compared with the calculated
spectra with very good results. Unfortunately, with the
strong carbon dioxide lines in hydrogen gas, there were
noticeable differences in the line shapes between the
two sets of spectra. Unlike carbon monoxide, data on the
broadening of the carbon dioxide lines in hydrogen were
not available. Burch et al.23 did a study of the broadening
of this band due to hydrogen and reported the foreign
gas broadening coefﬁcient as 1.17. This number repre-
sents the average increase in pressure over the nitrogen
TABLE I. Comparison between prepared mixtures of the FTT gases with hydrogen as the background gas and
values calculated from measured FT-IR spectra.?14
Carbon monoxide
Scan Ptotal (Torr) T (K)
Manometric Spectral
Difference (%)PCO (Torr) XCO PCO (Torr) XCO
1 749.90 296 75.23 6 0.04 (1.003 6 0.001) 3 101 74 6 4 (9.9 6 0.5) 3 102 1.3
2 346.65 296 34.78 6 0.05 (1.003 6 0.001) 3 101 34 6 2 (9.9 6 0.5) 3 102 1.3
3 150.27 296 15.08 6 0.02 (1.003 6 0.001) 3 101 14.8 6 0.8 (9.9 6 0.5) 3 102 1.3
4 749.21 296 7.66 6 0.01 (1.023 6 0.002) 3 102 7.8 6 0.4 (1.04 6 0.05) 3 102 1.7
5 747.61 296 7.65 6 0.02 (1.023 6 0.002) 3 102 7.7 6 0.4 (1.03 6 0.05) 3 102 0.7
6 346.94 296 3.548 6 0.009 (1.023 6 0.002) 3 102 3.6 6 0.2 (1.04 6 0.05) 3 102 1.7
7 149.94 296 1.533 6 0.004 (1.023 6 0.002) 3 102 1.56 6 0.07 (1.04 6 0.05) 3 102 1.7
8 750.12 296 0.775 6 0.002 (1.033 6 0.003) 3 103 0.80 6 0.03 (1.06 6 0.04) 3 103 2.6
9 350.10 296 0.362 6 0.001 (1.033 6 0.003) 3 103 0.38 6 0.02 (1.10 6 0.04) 3 103 6.5
10 144.22 296 0.1490 6 0.0005 (1.033 6 0.003) 3 103 0.154 6 0.008 (1.07 6 0.06) 3 103 3.6
11 748.50 296 0.0782 6 0.0003 (1.045 6 0.004) 3 104 0.077 6 0.006 (1.03 6 0.08) 3 104 1.4
12 337.87 296 0.0353 6 0.0002 (1.045 6 0.004) 3 104 0.035 6 0.006 (1.0 6 0.2) 3 104 4.3
13 144.00 296 0.01504 6 0.00007 (1.045 6 0.004) 3 104 0.011 6 0.006 (7 6 4) 3 105 30
Methane
Scan Ptotal (Torr) T (K)
Manometric Spectral
Difference (%)PCH4 (Torr) XCH4 PCH4 (Torr) XCH4
1 749.54 296 50.12 6 0.03 (6.687 6 0.007) 3 102 48 6 5 (6.4 6 0.7) 3 102 4.3
2 498.79 296 33.35 6 0.05 (6.687 6 0.007) 3 102 32 6 3 (6.5 6 0.7) 3 102 2.8
3 300.28 296 20.08 6 0.03 (6.687 6 0.007) 3 102 20 6 2 (6.7 6 0.6) 3 102 .2
4 149.19 296 9.98 6 0.02 (6.687 6 0.007) 3 102 11 6 2 (7 6 1) 3 102 5
5 749.82 296 4.989 6 0.008 (6.65 6 0.01) 3 103 5.2 6 0.3 (6.9 6 0.4) 3 103 3.8
6 500.76 296 3.332 6 0.008 (6.65 6 0.01) 3 103 3.5 6 0.2 (7.0 6 0.4) 3 103 5.3
7 300.23 296 1.998 6 0.005 (6.65 6 0.01) 3 103 2.1 6 0.1 (7.0 6 0.4) 3 103 5.3
8 150.18 296 0.999 6 0.003 (6.65 6 0.01) 3 103 1.06 6 0.07 (7.1 6 0.5) 3 103 6.8
9 750.82 296 0.502 6 0.001 (6.69 6 0.02) 3 104 0.56 6 0.05 (7.5 6 0.7) 3 104 12
Carbon dioxide
Scan Ptotal (Torr) T (K)
Manometric Spectral
Difference (%)PCO2 (Torr) XCO2 PCO2 (Torr) XCO2
1 750.47 296 25.67 6 0.01 (3.421 6 0.003) 3 102 26 6 1 (3.4 6 0.2) 3 102 0.6
2 499.51 296 17.09 6 0.03 (3.421 6 0.003) 3 102 17.5 6 0.8 (3.5 6 0.2) 3 102 2.3
3 299.28 296 10.24 6 0.02 (3.421 6 0.003) 3 102 10.6 6 0.5 (3.6 6 0.2) 3 102 5.2
4 150.59 296 5.151 6 0.008 (3.421 6 0.003) 3 102 5.4 6 0.3 (3.6 6 0.2) 3 102 5.2
5 750.41 296 2.554 6 0.004 (3.404 6 0.007) 3 103 2.5 6 0.1 (3.3 6 0.2) 3 103 3.1
6 500.73 296 1.705 6 0.004 (3.404 6 0.007) 3 103 1.72 6 0.09 (3.4 6 0.2) 3 103 0.1
7 300.82 296 1.024 6 0.003 (3.404 6 0.007) 3 103 0.99 6 0.08 (3.3 6 0.3) 3 103 3.1
8 149.50 296 0.509 6 0.001 (3.404 6 0.007) 3 103 0.49 6 0.07 (3.3 6 0.5) 3 103 3.1
9 752.98 296 0.2545 6 0.0006 (3.38 6 0.01) 3 104 0.21 6 0.07 (2.8 6 0.9) 3 104 17
10 487.75 296 0.1649 6 0.0006 (3.38 6 0.01) 3 104 0.15 6 0.07 (3 6 1) 3 104 8
11 300.11 296 0.1014 6 0.0004 (3.38 6 0.01) 3 104 0.08 6 0.07 (3 6 2) 3 104 10
Water
Scan Ptotal (Torr) T (K)
Equilibrium vapor pressure values Spectral
Difference (%)PH2O (Torr) XH2O PH2O (Torr) XH2O
1 721.70 278 6.4 6 0.5 (8.9 6 0.6) 3 103 6.3 6 0.3 (8.7 6 0.4) 3 103 2.2
2 721.77 278 6.4 6 0.5 (8.8 6 0.6) 3 103 6.4 6 0.3 (8.8 6 0.4) 3 103 0
3 721.88 278 6.4 6 0.5 (9.2 6 0.7) 3 103 6.4 6 0.3 (8.9 6 0.4) 3 103 –3.3
4 726.79 298 23 6 2 (3.3 6 0.2) 3 102 24 6 2 (3.4 6 0.2) 3 102 3.0
5 726.77 298 23 6 2 (3.3 6 0.2) 3 102 25 6 2 (3.5 6 0.3) 3 102 6.1
6 730.73 313 55 6 3 (7.6 6 0.4) 3 102 52 6 4 (7.2 6 0.5) 3 102 5.3
7 730.76 313 55 6 3 (7.6 6 0.4) 3 102 61 6 4 (8.3 6 0.6) 3 102 9.2
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broadening coefﬁcient to give the same absorption over
the band. However, it is an average value over the band
and gives no information on how particular lines vary. A
series of tests were made by simply increasing all air-
broadened coefﬁcients by 17%. Although these values
produced a much better match to the carbon dioxide in
hydrogen spectra, the change was still not close enough
to match the line shape over the whole band for the
quantitative measurements desired in this work.
As an alternative, a small region of weak carbon
dioxide lines were chosen to make the quantitative
comparisons. These lines cover the range 2257–
2287 cm1 and are relatively insensitive to the foreign
gas broadening coefﬁcient over the experimental con-
centration range, yet they are still strong enough to give
a sufﬁcient signal in this range, 0.5–-25 Torr.
Figure 5 is a comparison plot between the carbon
dioxide spectra measured in an atmosphere of hydrogen
and the calculated spectra. These plots include 25.7 Torr
carbon dioxide at 750.5 Torr total pressure (Fig. 5a),
2.55 Torr carbon dioxide at 750.4 Torr total pressure (Fig.
5b), and 0.254 Torr carbon dioxide at 753.0 Torr total
pressure (Fig. 5c). A plot of the residuals between the
measured and calculated spectra is also shown for each
pair of spectra. In general, the agreement between the
two is again very good, although the signal level in Fig.
5c shows the level to be very small and very susceptible
to the noise level in the measured spectra.
As before, several mixtures of carbon dioxide were
generated under atmospheres of hydrogen and carbon
dioxide partial pressures were calculated for the
measured spectra. A comparison between the mano-
metric mixtures and the concentrations computed from
the calculated spectra are given in Table I. The
uncertainty levels in the computed values were estimat-
ed, as before, from the RMS noise level in a typical
spectrum in the spectral range, a 3.5% uncertainty in the
carbon dioxide line strength, and a 20% uncertainty in
the foreign gas broadening coefﬁcient. In general, the
agreement in the desired pressure range (0.5–25 Torr)
is very good, and it is estimated that the calculated
uncertainty should be less than 10% in this range.
Water Results. The last investigated species repre-
sents a case, as mentioned earlier, in which experimen-
tal calibrations are not easily made and there is an
advantage to using the HITRAN database and calculated
spectra as an alternative. In this case, there is some
difﬁculty producing a range of water partial pressures to
produce the calibration data. Based on the previous
good matches with other species in this study, a similar
close match is expected. Still, some type of validation of
the approach using water is needed.
To compare the measured and calculated spectra for
water, the following test was performed. A small quantity
of puriﬁed water was added to the experimental cell and
sealed. The cell was then carefully covered with copper
tubing ?12and insulated on the outside. This tubing was
attached to the recirculating pump of a RM20 refriger-
ating bath (Brinkmann Lauda). The cell was then
evacuated, purged with hydrogen gas, and ﬁlled to
approximately 720 Torr hydrogen. The spectra were
taken at various recirculating bath temperatures. The
water vapor concentration was assumed to be equal to
the equilibrium vapor pressure of the water at the cell
temperature, as measured using a type-K thermocouple.
Figure 6 shows a comparison between measured and
calculated spectra over the range 3800–3910 cm1 for
55.4 Torr water at 730.7 Torr total pressure (Fig. 6a),
23.4 Torr water at 726.8 Torr total pressure (Fig. 6b), and
6.43 Torr water at 721.8 Torr total pressure (Fig. 6c). As
before, below each pair of spectra is a plot of the
residuals between the measured and computed spectra.
In general, the match between the measured and
calculated spectra is very good. Table I shows a
comparison between the vapor concentrations assuming
equilibrium within the cell and the results computed from
the experimentally measured spectra. The uncertainty in
the equilibrium vapor pressure value is based on an
estimated 61 K uncertainty in the measured cell
FIG. 4. Comparison between the measured and calculated spectra for
methane (CH4) in hydrogen at 296 K and plots of the residuals between
the measured and calculated spectra. (a) For 50.1 Torr CH4 at 749.5 Torr
total pressure. (b) For 4.99 Torr CH4 at 749.8 Torr total pressure. (c) For
0.50 Torr CH4 at 750.8 Torr total pressure.
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temperature. The uncertainty in the spectral calculation
is taken from the equivalent uncertainties noted previ-
ously: a 3.5% uncertainty in the line strength, a 20%
uncertainty in the air-broadening coefﬁcient, and three
times the RMS noise level in the spectral range of the
measurement. Not surprisingly, there is a larger
ﬂuctuation in the percentage differences between the
two measurements. Although most values agree within
the stated level of uncertainties, scans 4 and 6 differ by a
little more than this range.
SYNTHETIC CALIBRATIONS AND FISCHER–
TROPSCH-TYPE EXPERIMENTS
In the previous sections, very good agreement
between various gas mixtures over a range of concen-
trations and values derived from FT-IR spectra has been
demonstrated. Although the bisection method is useful in
locating the match between areas from computed and
measured spectra and could be used to process data
from a FTT experiment, such a calculation would be
impractical due to the large computational time required.
The time required to compute a single high-resolution
spectrum can vary from several seconds to, more often,
several minutes. Therefore, to locate a single root for a
single gas concentration takes several hours. A typical
FTT run has 100 of these data points, with several
different gases, making the bisection method impracti-
cal.
An alternative method, based on the good agreement
between the calculated values from the HITRAN data-
FIG. 5. Comparison between measured and calculated spectra for
carbon dioxide (CO2) in hydrogen at 296 K and plots of the residuals
between the measured and calculated spectra. (a) For 25.7 Torr CO2 at
750.5 Torr total pressure. (b) For 2.55 Torr CO2 at 750.4 Torr total
pressure. (c) For 0.254 Torr CO2 at 753.0 Torr total pressure.
FIG. 6. Comparison between measured and calculated spectra for
water (H2O) in hydrogen and plots of the residuals between the
measured and calculated spectra. (a) For 55.4 Torr H2O at 730.7 Torr
total pressure and 313 K. (b) For 23.4 Torr H2O at 726.8 Torr total
pressure and 298 K. (c) For 6.43 Torr H2O at 721.8 Torr total pressure
and 278 K.
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base and the measured concentrations, is to generate
these spectra over a range of conditions that should
bracket any experimental conditions. These spectra can
then be used to build synthetic calibration plots that can
be interpolated to give the experimental concentrations.
Such calibration plots have the advantage of covering a
range of conditions that may not be practical to collect
experimentally.
Such a plot is shown for carbon monoxide in Fig. 7. As
the FTT reaction proceeds, the total pressure typically
changes. For a given total pressure, the spectra are
calculated from the HITRAN database and the apodiza-
tion procedure, and the area over the speciﬁc spectral
range is calculated. These spectra are calculated for a
range of ﬁxed values of the gas mole fraction that
brackets the experimental concentration range. In Fig. 7,
the area of the band, Aband, is plotted as a function of the
mole fraction of carbon monoxide for different total
system pressures. For clarity, data for only three total
pressures are calculated, but for FTT calculations, many
more ranges are used. For a given data point in an FTT
run with a speciﬁc total pressure, the data of the two
curves bracketing this pressure range can be interpo-
lated to give gas mole fractions as a function of band
area; the ﬁnal concentration is calculated from these
data.
There are several advantages to computing the gas
concentration using such synthetic calibration curves.
First, the time-consuming calculation of spectra can be
made beforehand and, given enough time, to any degree
of precision needed. In addition, these results can be
continually improved with new data that can be added to
the database later. Second, if the experimental condi-
tions change (e.g., a different cell with a different path
length is used or the cell temperature changes), new
calibration data can easily be computed. Synthetic
calibration data can also be generated if the FT-IR
spectrometer details such as resolution or apodization
function change.
Once the synthetic calibration data are available, the
interpolation of these values gives a rapid calculation of
the concentration that can be made as the FTT run is in
progress. Figure 8 is an example of this process applied
to spectra collected from a FTT run using an iron catalyst
at 600 8C. Over the course of 24 h, the initial charge of
carbon monoxide has been depleted, resulting in
56 Torr methane. Carbon dioxide is formed as an
intermediate species, rising to a maximum of 10 Torr,
and then it too is consumed. Water vapor is produced
quickly and rises to a pressure consistent with equilib-
rium with its liquid phase vapor pressure. Such plots can
now be made to quantitatively compare the rates of
change of these partial pressure values using different
substrate materials or previously used substrates that
have been coated with organic material.
SUMMARY AND DISCUSSION OF RESULTS
The goal of this research is to develop a method of
quantifying gas concentrations during Fischer–Tropsch-
type catalytic reactions. During an experimental run, the
gases above such catalysts are recirculated through the
cell of an FT-IR spectrometer, which is used to take
spectra at timed intervals. Molecular absorption data for
many of the species in the FTT reactions are available in
the HITRAN database. While the spectra for many of the
gas species in the FTT reactions may be calculated, the
measured spectra are broadened using the ILS of the
spectrometer. A technique in which the same mathe-
matical operations that occur in a spectrometer are
applied to a calculated high-resolution spectrum to
account for this ILS. The result is a calculated transmis-
sion spectrum that is a very close match to the measured
spectrum.
The accuracy of this technique was tested by
preparing various mixtures of the FTT gases and
comparing these with the gas concentrations calculated
from the measured spectra. Based on this good
agreement, synthetic calibration data were calculated
FIG. 7. Example of synthetic calibration data for carbon monoxide. The
plot shows the integrated absorptance as a function of carbon
monoxide mole fraction over the range 2080–2205 cm1 at 296 K.
FIG. 8. Example of a FTT catalyst run with partial pressures calculated
via synthetic calibration data.
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for the FTT gases using this technique, allowing the
rapid computation of the gas concentrations during an
FTT experimental run.
Two difﬁculties in applying the technique to FTT
experiments are (1) that the gases involved in the FTT
reaction have rather large partial pressures, and hence
strong absorption features, and (2) that the predominant
background gas is hydrogen. Because the HITRAN
database includes only foreign gas broadening data
due to air, the researcher must use care in choosing the
integration regions for the quantitative calculations. In
the current study, the technique has been applied only to
the major, infrared-absorbing FTT species. In previous
experimental studies, both ethane and ethylene were
detected as minor products in the FTT reactions. Data for
both these molecules are available in the HITRAN
database, and the current study probably could also
have been applied to these species. Finally, in addition
to providing a means for comparing different FTT
reaction rates, this quantitative analysis may possibly
be used to track the amount of carbon contained in the
gaseous species. If so, then it may be possible to
determine the fraction of the initial carbon that is
introduced via the carbon monoxide feedstock in the
system that gets deposited on the dust grain surfaces
during a FTT reaction.
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